


PROTECTING YOUR UNDERGROUND 
TANK AGAINST FLOODING
In areas prone to � ooding, national 
regulations require that underground 
propane tanks be anchored securely to 
avoid potentially dangerous situations. 
You must have your underground tank 
properly anchored if you live in or near a 
� ood plain, or in an area where coastal 
� ooding may occur. 

PROTECTING YOUR UNDERGROUND TANK 
AGAINST EXTREME WEATHER
Make sure your tank and propane system 
are properly secured for all types of 
extreme weather that may occur in your 
area. It is your responsibility to have your 
tank and system repaired and inspected 
by a quali� ed service technician if 
damaged from extreme weather such 
as hurricanes, � oods, tornadoes, 
earthquakes, and high winds.

YOUR RESPONSIBILITIES
UNDERSTAND ALL WARNINGS AND LABELS 
Make sure you understand and follow 
all warnings and labels on your tank and 
propane system. This will help to ensure 
your system operates safely and e�  ciently.

UNDERSTAND THE TERMS AND 
CONDITIONS OF THE TANK WARRANTY
Some manufacturers will extend their 
warranty only to the original purchaser 
of the tank. If you purchase a tank from 
a dealer or other party, the warranty will 
be voided. Make sure you understand the 
terms and conditions of the warranty 
before you decide to purchase a tank.

PROTECTING AGAINST CORROSION 
AND LEAKS
Regulations in many states require that 
underground propane tanks installed after 
January 1, 2011, must have a cathodic 
protection system to help prevent corrosion 
of the tank. Over time, corrosion can create 
pits or holes in the tank and lines. Without 
proper protection, leaks can occur, resulting 
in personal injuries and property damage.

The purpose of cathodic protection is to 
provide an increased level of corrosion 
protection for the underground tank. 
After a cathodic protection system 
has been installed, testing must be 
performed according to a speci� ed 
schedule, and documentation must be 
kept by the owner. Customers who own 
their tanks are responsible for meeting 
testing requirements and maintaining 
documentation.

In many states, if your tank was installed 
after January 1, 2011, the system must 
be tested by a quali� ed service technician 
within six months of installation and at 
least every three years thereafter. You 
will need to keep the results of the last 
two tests to document that the cathodic 
protection is working properly. 

UNDERGROUND PROPANE 
TANK OWNERSHIP:
KNOW YOUR RESPONSIBILITIES

CHECK WITH YOUR HOMEOWNER’S 
INSURANCE PROVIDER
Some insurers may have special 
conditions or requirements speci� c 
to tank ownership. It is a good idea to 
contact your homeowner’s insurance 
provider, inform them that you own 
your tank, and con� rm that you have 
insurance coverage in the event of 
a problem. 

IF YOU CHOOSE TO OWN, IT’S UP TO YOU 
TO TAKE CARE OF YOUR TANK 
You assume many responsibilities when 
you own a propane tank. The proper 
installation, maintenance, and care of your 
underground propane tank can provide you 
with many years of safe and comfortable 
service. Remember, only you can keep 
your propane tank operating smoothly 
and, more important, keep you and your 
family safe. The best way to do this is to 
understand the responsibilities 
of underground tank ownership.
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For more information on the rules, 
responsibilities, and maintenance 
requirements of propane container 
ownership described in this � yer, 
please contact your local propane 
marketer. 

If you need assistance in determining 
when you will need to recertify your DOT 
stationary cylinder, contact a propane 
marketer, the DOT, or the NFPA.

Contact the Federal Emergency 
Management Agency (FEMA), a 
propane marketer, or the container 
manufacturer for more information 
on the proper anchoring of a propane 
container in areas prone to � ooding.

To learn more about propane, or the 
Propane Education & Research 
Council, visit usepropane.com.
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